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3 SUMMARY OF QUANTITIES

*4-8  WINGWALL PLAN

9 TRAFFIC CONTROL FOR SHOULDER CLOSURES

10 TRAFFIC CONTROL FOR SHOULDER CLOSURES
AND PARTIAL RAMP CLOSURES
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+--LIST OF STANDARDS

280001-04
66400101

701006-02
701101-01

704001-04

701201

TEMPORARY EROSION CONTROL SYSTEM
CHAIN LINK FANCE

OFF ROAD OPERATIONS,2L,2W,4.5m (15") TO 600mm(24°)
FROM PAVEMENT EDGE

OFF ROAD OPERATIONS,MULTILANE,4.5m (15°) TO 600mm(24")
FROM PAVEMENT EDGE

TEMPORARY CONCRETE BARRIER

- TRAFFIC CONTROL DEVICES
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GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR -~ SHALL CALL
“JULIE” AT 800-892-0123 OR 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC,
TELEPHONE AND GAS FACILITIES. (48 HOUR NOTIFICATION IS REQUIRED)

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES
WITH UTILITY COMPANIES.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD
OFFICE ON STATE PROPERTY WITHOUT WRITTEN ~PERMISSION FROM
THE DEPARTMENT.

- REINFORCEMENT BARS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A 706
- GR 60 (IL MODIFIED). SEE SPECIAL PROVISIONS.

REINFORCEMENT BARS DESIGNATED (E) SHALL BE EPOXY COATED.

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING PLANS ARE--SUBJECT

TO ROUTINE VARIATIONS. -THE CONTRACTOR ‘SHALL FIELD VERIFY-EXISTING DIMENSIONS

AND DETAILS AFFECTING NEW CONSTRUCTION AND MAKE NECESSARY APPROVED ADJUSTMENTS
PRIOR TO CONSTRUCTION OR ORDERING OF MATERIALS. SUCH VARIATIONS SHALL NOT BE
CAUSE FOR ADDITIONAL COMPENSATION FOR A CHANGE IN SCOPE OF THE WORK, HOWEVER,
THE CONTRACTOR WILL BE PAID FOR THE QUANTITY ACTUALLY FURNISHED BASED UPON THE
UNIT PRICE BID FOR THE WORK.

THE RESIDENT ENGINEER SHALL CONTACT THE TRAFFIC CONTROL SUPERVISOR AT
(847) 705-4151. A MINIMUM OF. 72 HRS IN ADVANCE OF BEGINNING WORK.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND

CONDITIONS EXISTING IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF
MATERIALS.

DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

CONCRETE STRUCTURES SHALL HAVE A SEVEN DAY MINIMUM CURE.
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